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Thunderbolt 3 PCIe Card Expansion Solution
The Mercury Helios 3S is an easy to use yet powerful expansion solution that
adds an external PCIe slot to your Thunderbolt 3 equipped computer. Now
you can maximize your existing PCIe card investment — or expand it! — while
enjoying the flexibility of adding professional-class video production, transcoding,
audio processing, data storage, and high-speed network connectivity to
your machine.
With dual 40Gb/s Thunderbolt 3 ports, the Mercury Helios 3S offers the
bandwidth needed to support data-intensive 4K capture cards to speed up
diverse video workflows such as vlogging. Boost your DAW with external DSP
acceleration and run larger mixes with multiple plug-ins. Live stream the action
in your gaming sessions or share files over a 10GbE or Fibre Channel network
without any speed throttling.

Key Features
- (2) Thunderbolt 3 ports
- DisplayPort 1.4 for connecting up to an 8K display1
- 85W notebook charging
- (1) PCIe (x16) slot for half-length, full-height,
single or double-width cards
- Daisy-chain up to 5 additional
Thunderbolt devices
- Durable and rugged aluminum
- Whisper quiet 28.5dB fan for
distraction-free use
- Locking 12V power connector
- Toolless card installation
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Mercury Helios 3S
Tech Specs
Interface
- (1) Thunderbolt 3 port with 85W power delivery
- (1) Thunderbolt 3 port with 15W power delivery
- (1) DisplayPort 1.41
Device Interface
- PCIe 3.0 (PCI Express)
PCIe Cards Supported
- (1) PCIe 3.0x16 (x4 mode) half-length (up to 7.75-inch), full-height, single-width, or double-width
Note: PCIe card must operate with no driver or have a Thunderbolt-aware driver 2
System Requirements
- OS Compatibility
- macOS 10.13 or later
- Windows 10 or later
- Hardware
- Works with any Thunderbolt 3-equipped Mac or Windows PC
- Boot Requirements
- Mac: macOS3
Power
- PCIe card minimum guaranteed power
- 25W (slot)
- Power Supply
- External UL-listed, universal auto-switching
- AC input: 100 ~ 240V, 50/60Hz
- DC output: 12V, 12.5A
- Adapter plugs for international use sold seperately
Performance
- Thunderbolt 3—up to 40Gb/s4
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Display Host Capabilies
- Supports dual display configurations via Thunderbolt 3 and DisplayPort
- One display up to 8K @ 60Hz, dual displays up to 4K @ 60Hz1
- DisplayPort does not support DP++. An active adapter is required for use with
HDMI and DVI displays.
Includes
- OWC Mercury Helios 3S
- 40Gb/s Thunderbolt 3 cable
- External power supply and power cable
- Quick start guide
Warranty
- 3 Year OWC Limited Warranty
Enclosure Dimensions
- 5.6 in (W) x 3.2 in (H) x 9.2 in (D)
- 14.3 cm (W) x 8.2 cm (H) x 23.3 cm (D)
Enclosure Weight (empty)
- 3.6 lb (1.7 kg)
Box Dimensions
- 12.2 in (W) x 7.5 in (H) x 7.9 in (D)
- 31 cm (W) x 19 cm (H) x 20 cm (D)
Box Weight
- 3.6 lb (1.7 kg)
Master Carton Dimensions – 6 pieces
- 16.7 in (W) x 13.2 in (H) x 23.4 in (D)
- 42.5 cm (W) x 33.5 cm (H) x 59.5 cm (D)
Master Carton Weight – 6 pieces
- 41.7 lb (18.9 kg)

OWCdigital.com

1. Full DisplayPort 1.4 capabilities depends on host computer support of DisplayPort 1.4 specification through its Thunderbolt 3
connection, host computer GPU capabilities, and connecting cable capabilities.
2. Please see the product description page for the OWC PCIe Thunderbolt card compatibility chart for more information.
3. Requires installed PCIe card be bootable and the Mercury Helios 3S must be connected to a compatible Mac host.
4. Speeds will vary based on setup, configuration, and other environmental factors.
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